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safeTEK™ transmitter component:	 safeTEK™ receiver component:

·   19 inch rack mount enclosure	 ·   Single output discrete

·   60 nautical mile range	 ·   Trigger signal resetable from 
		  transmitter

·   3 independent signals	 ·   Rechargeable 8 hr. battery	

·   Safety switch covers	 ·   Compact size
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s a f e TE  K ™   f l i g h t  t e r m i n a t i o n 
s y s t e m  c a n  b e  u s e d  a s  e i t h e r 
t h e  p r i m a r y  o r  s e c o n d a r y 
s o u r c e  s y s t e m  c a p a b l e  o f 
s i n g l e  s e l e c t i o n ,  m u l t i p l e 
v e h i c l e  f l i g h t  t e r m i n a t i o n .  
B y  u s i n g  D u a l  To n e  M u l t i -
Fr e q u e n c y  ( D TM  F )  s e q u e n c e d 
t o n e s ,  s a f e TE  K  a l l ow s  t h e  u s e r 
t o  i n d e p e n d e n t l y  t e r m i n a t e  u p 
t o  t h r e e  v e h i c l e s .   s a f e TE  K 
c o n s i s t s  o f  a  r e c e i v e r  a n d 
t r a n s m i t t e r  c o m p o n e n t .




